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The Settings of Foobar Player




1.You need to install a Foobar2000 player. If you already have, skip this step.
Run the installation, click "Next" to the next step.
(You can download Foobar2000 player at http://www.foobar2000.org/download )

[ "
(%) foobar2000 v1.3.16 Setup e ——

Welcome to the foobar2000 Setup

This wizard will guide you through the installation of
foobar 2000 audio player.

Click Mext to continue.

e
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Click "l Agree".

(%) foobar2000 v1.3.16 Setu

u
% Please review the license terms before installing foobar 2000,

License Agreement

Press Page Down to see the rest of the agreement.

If you accept the terms of the agreement, didk I Agree to continue. You must accept the
agreement to install foobar2000.

MSI5 w3

Portions copyright © 2005-2006 Holger Stenger
Portions copyright © 2003-2005 Gian-Carlo

Icons copyright © 2007 Florian Trendelenburg

lrAane and inetallar e~crint ~fAanvriAakte © 200322015 7

foobar2000 audio player =
Copyright © 2001-2015 Peter Pawlowski -

Pascutto

l I Agree ]| Cancel
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Select the "Standard installation"”, click "Next".

(%) foobar2000 v1.3.16 Setup

Choose Install Type
Choose standard install or portable install.

@ standard installation

Install foobar 2000 for all users of this machine.

I Portable installation

In portable mode all configuration data is stored in the application folder and no
infarmation is written to the registry. Does not support file assodation.

M3I5 w3

< Back mmext > Cancel
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Choose install location, click "Next".

(%) foobar2000 v1.3.16 Setu

Choos=e Install Location
Choose the folder in which to install foobar2000,

Setup will install foobar2000 in the following folder. To install in a different folder, didk Browse
and select another folder. Click Next to continue.

Destination Folder

Z:\Program Files (x8&)\foobar 2000 | Browse... | I

Space required: 10.8 MB
Space available: 23.2 GB

MSI5 w3

< Back |
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Select "Full", click "Install".

(¥) foobar2000 v1.3.16 e

Choose Components
Choose which features of foobar 2000 you want to install.

Chedk the components you want to install and unchedk the components you don't want to
install. Click Install to start the installation.

Select the type of install: Fuill
Or, select the optional
compaonents you wish to orma
install: Minimum
Custom
Description
Space required: 10.7MB Position your mouse over a component bo see jts
descripkion.
MEIS w3

< Back ll Install I| Cancel |
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Click "Finish" to complete the installation.

.
(%) foobar2000 v1.3.16 Setup |

-

Completing foobar2000 Setup

~FB2K
F foobar 2000 has been installed on your computer.

Clidk Finish to dose Setup.

o
12
i

ck i Cancel
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2.Foobar2000 DSD playback Settings
Run "ASIOProxylnstall-0.7.2.exe" at "FB2K DSD components" folder .

I oaesecwecs)
-+ 782050 Compenen |

File Edit View Tools Help

Organize « Include in library » Share with = New folder

~

Name Date modified Type

E ASIOProxylnstall-0.7.2 4/6/20159:53 PM____ Application
#ed foo_input_sacd 4/6/2015 9:41 PM foobar2000 Comp...
ki foo_out_asio 11/6/2017 9:51 AM  foobar2000 Comp...
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Click "Next".

’ _—
18 ASIO Proxy for foobar2000 Setup: Installation Op... [ = ilg

| Chedk the compaonents you want to install and unchedk the components
you don't want to install. Clidt Next to continue.

Select components to install: ASIOProxy (required)

Space required: 306.0KB

Mullsoft Install System w2, 46 [
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Select installation location and click "Install".

-
13l ASIO Proxy for foobar2000 Setup: Installation Fol... l =

-

> Install to start the installation.

Destination Folder

Space required: 306.0KB
Space available: 23.2GE

| Setup will install ASIO Proxy for foobar2000 in the following folder. To
|_¢F_"' install in a different folder, dick Browse and select another folder. Click

rogram Files (x86)\ASIOPro:

Mullsaft Install Syvstem w2, 46 | < Badk ||| Install
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Click "Close" to complete the installation.

r N
1= ASIO Proxy for foobar2000 Setup: Completed l = i:-?-]
| Completed
| Shaow details |
Cancel Mullsoft Install Syskem vz, 46 < Back Close
b o
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Run foobar2000 player, click "File"—> "Preferences" to open this window.

se foobar2000 v1.3.16 =
I Edit View Playback Library Help = [0 > I K [ D? | : "D
Open... Ctrl+O Name Name
Open audia CD... Mothing selected. Mothing selected.
Add files...
|!| Add folder...
Add location... Ctrl+U ™
Preferences: Components i L®
Mew playlist Ctrl+N
Load playlist... - Companents Installed oumpnnen:s Right-dlick & component for additional options,
. 1> Display Mame Version Module -
Save playlist... Ctrl+8 b SHEFHES _ : fe
! dia Lib Album List 4.5 foo_albumiist
Preferences Cirl+P o Rl ey ASI0 suppart 2.1.2 foo_out_asio
i Metworking ppos 4 =
— 4 Playback CD Audio Decoder 3.0 foo_cdda =
i DSP Manager Converter 1:5 foo_converter
4-Output Default User Interface 0.9.5 foo_ui_std
: L ASIO Equalizer 1.2 foo_dsp_eq
i~ Shell Integration FFmpeg Decoders 3.2.4 foo_input_std
a -Tpols File Operations 2,22 foo_fileops
i --5ACD foobar2000 core 1.3.16 Core
. [-Tagging Oriine Tagger 0.7 foo_freedh2
- Advanced ReplayGain Scanner 2.2.7 foo_rgscan
Standard DSP Array 1:3.1 foo_dsp_std
Standard Input Array 1.0 foo_input_std
Super Audio CD Decoder 0.7.8 foo_input_sacd
ZIP/GZIF [RAR. Reader 1.8 foo_unpack
View Filter
[b_yarﬁstfalbtm v] =
Spectrogram | Spectrum | VU meter | O
3 0dE
Get more components
Why are some components grayed out? [ Install... ] lCopv reportl [Getupdatesl I e
: ! -2048
| Reset page i CK ! Cancel Apply || F -3048
L F -40<B
5028
50 59 63 80 94 110 129 150 176 206 241 282 331 387 453 530 620 726 850 LOK 12K 14K 16K 19% 22 26Kk 30K 35K 41K 48K 56K 66K 77K 90K 11K 12K 14K 17K 20K 23K ooo¢

'|Opens the preferences dialog.
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Now you need to install 2 components. Click "Install..." and find “foo_input_sacd.fb2k-component”,
“foo_out_asio.fb2k-component”in folder “FB2K DSD Components”,click "Open".

-~

Preferences: Components

x¢ Install Component

i c——

————— =

——
"\._J"\....f"| |, » FB2K DSD Components

v | 44| | Search FE2K DSD #5#f ol

i Favorites
Bl Desktop
=l Recent Places

4. Downloads

= Libraries
E] Documents
J‘ Music
[=| Pictures
@l PPTVElSR
=4 Videos

din (TEEECIE

Organize » Mew folder

Marme

Date modified Type Size

| bed foo nput_sacd

4/6/2015 9:41 PM foobar2000 Comp...

= bgd foo_out asio

11/6/2017 951 AM  foobar2000 Comp... lr

--fl

1 [ F

File name:

“foo_input_sacd” "foo_out_asio”

- ’fuubarlﬂﬂﬂ components - ]

| [ cancet |

| Open h

Get more components
Why are some components arayed out?

Reset all Reset page

Ii Install. .. IICnpy report] lGetupdates]

i (ol | o

)
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Click "OK", then Foobar2000 player will restart.

-

Preferences: Components

f:> -Media Library

Pl

foobar2000 preferences

Applying these changes requires foobar2000 to be restarted. Continue?

L?[ %
Installed components: Right-dlick a companent for additional options.
Mame Version Madule
Album List 4.5 foo_albumlist
st (unknown) Fon_uut_asi:; I
3.0 foo_cdda
1.5 foo_conwverter
0.9.5 foo_ui_std
1.2 foo_dsp_eq
3.2.4 foo_input_std
2.2.2 foo_fileops
1.3.16 Core
0.7 foo_freedh?
222 foo_rgscan
oy s =y 3.1 ol
Standard Input Array 1.0 foo_input_std
{unknown - please apply changes to load) {unknown) foo_input_sacd
ZIP /GZIP /AR Reader 1.8 foo_unpack
Get more components
Why are some components grayed out? ’ Install... ] ’ Copy report ] ’Getupdates ]

Reset all . Reset page .

o[ oo | (oo ]
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Wait for restart of Foobar2000 player and then click "File" - "Preferences" - "Playback"

- "Qutput";choose "ASIO: foo_dsd asio" on "Device".

" : B
Preferences: Output m

- Components Device
[+ - Display -
- Keyboard Shortouts {ﬂ"SI.D;i foo_dsd_asio x ]
i+ -Media Library Mull Cutput
; E aGICd - BE A
- ebwning ASIO : foo dsd_asio
4 - Playback R TR T A

i DSP Manager ASIO : Topping USE Audio Device

: Qutput ASIO ; TUSBAudio ASIO Driver
e BRI DS : Primary Sound Driver

hel ] D5 : Realtek HD Audio 2nd output (Realtek High Definition Audio)
5 El Integration DS : Realtek Digital Output (Realtek High Definition Audic)
4 -Tools

-SACD Output format

> - Tagaging Cuibput daka Format: . Dither
- Advanced

Cutput data format will be chosen automatically for the selected device.

Reset all ] ’F‘.ES:etpage [ oK J ’ Cancel Apply
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Click "ASIO", and then double-click on "foo_dsd_asio" in "ASIO drivers".

P

Preferences: ASIO

i+ Components

[ - Display

Keyboard Shortcuts
[+ - Media Library
Metwarking

4 -Playback

D5P Manager

4 - Qutput
- Shell Integration
F] -Tpnls

- Tagging
- Advanced

ASIO drivers -

TUSBAudio ASIO Driver

Double-dick an entry to activate the driver's control panel.
[¥] Uge 64-hit ASIO drivers
[¥] Run with high process priority

Custom channel mappings

This feature allows you to configure alternate channel mappings for your ASIO-enabled
soundcards.

You may need to dose and re-open the foobar 2000 preferences dialog for your newly
added mappings to appear as output devices in the “output”™ page.

Edit

Remove

Reset all Feset page [ Ok Jl Cancel l’ Apply
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Select "Topping USB Audio Device" at ASIO driver and select your favorite DSD playback
method,ASIO Native or DoP Marker Ox05/OxFA;

Preferences: ASIO ?

¢~ Components ASIO drivers

Lo Dol

foo_dsd_asio v0.7.2 W M

e e

ASIO Driver: ITnpping IUSE Audio Device "I

DsD Playback Method: | ASIO Mative

ASIO Mative
DsD to DSD Method: DoP Marker 0x05/0xFA control panel,

exD Marker
e

PCM to DSD Method:

DSD/PCM Transition: |50 ms

Edit

Remowve

This feature allows you to configure alternate channel mappings for your ASIC-enabled
soundcards.

You may need to dose and re-open the foobar2000 preferences dialog for your newly
added mappings to appear as output devices in the “output® page.

Reset all Reset page | K ” Cancel H Apply ]

L -
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After that, click "Tools" = "SACD," choose"DSD" in"ASIO Driver Mode:", click "OK" to
complete the setting of Foobar2000 player.

End.

-

Preferences: SACD

- Components

[ - Display

- Keyboard Shortouts
[ - Media Library

- Networking

4 -Playback

DsP Manager
4. D_uu:uut

- Shell Integration
4 -Tl_mls

Output Mode:

PCM Valume:

PCM Samplerate:

DSDZPCM Mode:

Preferable Area:

[7] Editable Tags

Dsh o

+dE DeClicker Log Cwverloads
44100

Multiztage (Fixed-Point) Load || Save

MNone -

Store Tags With IS0

[] Edited Master Flayback

Reset all | [F‘.eset page ]

|i oK I| Cancel H Apply

Guangzhou Topping Electronics and Technology Co.,Ltd

17



™

1 OM22ING

The Settings of Foobar Player




	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19

